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NORTH AMERICAN RANGE -

GENERAL FEATURES
Available from 20Amps to 100Amps

This range of pin and sleeve devices has been specifically
designed for the North American Market, is Listed by
Underwriters Laboratories, Approved by Canadian Standards
Authority and meets the requirements of the National
Electrical Code.

The products are supplied in North American voltage ratings
and ampacity with the appropriate clock position and colors.
120 + 120V 3 pole 4 wire units, colored orange, are available
in all preferred ampacities.

The North American range has been extended to include
Mechanical Interlock/Manual Motors Controllers.
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NORTH AMERICAN RANGE

IP44 SPLASHPROOF

NORTH AMERICA RANGE
PRODUCT SPECIFICATIONS
Conformity to Standards: CEI EN 60309-1 IEC 60309-1
CEI EN 60309-2 IEC 60309-2
CEI EN 60529 IEC 60529
Impact resistance: >IK 08
Glow wire test: 850°C insert
Self extinguishing: V2
Temperature resistance: Operating -25 to +50°C
Storage -30 to +70°C
Cable entry 16A  2P+E min: 8 max: 13  mm
3P+E min: 8.5 max: 14 mm
3P+N+E min: 10 max: 15.5 mm
32A 2P+E min: 11.5 max: 17.5 mm
3P+E min: 12.5 max: 19.5 mm
3P+N+E min: 14 max: 21.5 mm
Connecting sections 16A min: 1 max: 2.5mm?
of the wires 32A min: 2.5 max: 6 mm?
A
Vv
2P-3W 3P-4W 4P-5W
120/208V 700149UL
125/250V AC 701132UL
125V AC 700124UL
250V 700139UL
250V AC 700126UL '
250V DC 700123UL
20 700147UL L
700125UL
700145UL =
700137UL A
700127UL
700142UL
700135UL
1207208V 700249UL Rated o A
current (4] (mm)
1257250V AC 701232UL 2P+E 127
20 3P+E 134
125V AC 700224UL T ETD
250\ 700239UL 2P+E 154
30 IP+E 154
250V AC 700226UL 3PN+ | 173
250V DC 700223UL
700247UL
700245UL
700237UL
TO00227UL
70024 20UL
0023501
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IP44 SPLASHPROOF

NORTH AMERICAN RANGE

Poles

2P+E

112

3P+E

117

3P+N+E

124

2P+E

141

3P+E

141

IP+N+E

141

¥ 2P-3W 3P-4W 4P-5W
120/208V 477322UL
125/250V AC 477832UL
125V AC 477202UL
250V - 47731200 |
250V AC 477302UL
250V DC 477672UL
477522UL
477512UL
477502UL
| | a777220L
120/208Y 477325UL
125250V AC 477835UL
125V AC 477205UL
250V 477315UL
250V AG 477305UL
250V DC 477675UL
477525UL
477515UL
477505UL
477295UL
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NORTH AMERICAN RANGE

IP67 WATERTIGHT

:
v
2P-3W 3P-4W 4P-5W
1204208V 477323UL
125/250V AC 477833UL
125V AC 477203UL
2500 477313UL
250V AC 477303UL
= 250V DC 477673UL T B
477523UL ]
477513UL A
477273UL
' 477293UL T . [T
120/208V 477326UL TR
125/250V AC 477836UL A SP+E_ | 117 | 80
IP+N+E 124 | 88
125V AC 477208UL 2P+E 141 | o4
30 3P+E 141 94
250V 477316UL FRE | T
250\ AC 477308UL
% 250V DC 477676UL
477526UL
477516UL
477556UL ]
477296UL . .
120/208V 4773270L {El “rar ol
125/250V AC 477367UL | |
125V AC 477207UL | A
- 250V 477317UL
250V AC 477307UL
- 477517UL o e ey
1207208V 477328UL Lo —~ b [ oy
|- 125250V AC 477368UL 60 3;2;; 208 | 110
250V 477318UL 2PE
_ 249550UL 100 [ 3P | 283 | 126
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NORTH AMERICAN RANGE -

IP44 SPLASHPROOF - ANGLED 90°

IP67 WATERTIGHT - ANGLED 90°

2 Palazzoli

A
')
2P-3wW 3P-4W 4P-5W = e
I
120/208Y 475322UL
% 125V AC 475202UL
250V 475312UL
250V AC 475302UL
a0 | o [ o | i
2P+E 89 | 52 | 13
20 3P4E 97 | 60 | 84
IP+N+E 102 | 65 93
v
2P-3W 3P-4W 4P-5W
120/208V 475323UL
50 125\ AC 475203UL
250V 475313UL A Y
250V AC 475303UL 2P4E 97 | 79 | 713
20 3P4E 97 | 90 | a0
aPsN+E | 102 | 100 | 88




IP44 SPLASHPROOF

NORTH AMERICAN RANGE

CONNECTORS

’ 2P-3W 3P-4W 4P-5W
1207208V 720149UL
125V AC 720124UL
250V 720139UL
250V AC 720126UL
250V DC 720123UL
720147UL
720125UL
720145UL g
720137UL
720127UL ‘ A
7201420L |
720135UL E= T L
120/208Y 720249UL " ;?E 1:;
125/250V AC 721132UL 3PsNE | 151
125V AC 720224UL 30 ;S:: :2
250V 720239UL 3P+N+E | 182
250V AC 720226UL
250V DC 720223UL
720247UL
720245UL
720237UL
720227UL
720242UL
720235UL
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IP67 WATERTIGHT

NORTH AMERICAN RANGE

A
¥ 2P-3W 3P-4W 4P-5W
120/208V 473323UL
125/250V AC 473833UL
125V AC 473203UL
250V 473313UL
250V AC 473303UL
= 250V DC 473673UL
473523UL
473513UL
473503UL
473723UL
120/208Y 473326UL
125/250V AC 473836UL
125V AC 473206UL
250V 473316UL e e P A
30 2500 AC 473306UL 20 ;;:E 1:: 122 :: :gg
473526UL 3P+N+E_ | 200 | 124 | 100 | 117
473516UL » om0 | 150 5] 75
473508UL 3P+N+E 10 | 130
2P+E
473796UL 60 3P+E | 375 | 248 | 120 | 150
1204208V 473327UL SZ;T;E
1257250V AC 473837UL 100 1:‘;; 483 | 200 | 130 | 168
125V AC 473207UL
* 250V | ammuL |
250VAC | 47ssoruL |
: 120/208Y | a7azesuL
0 | 1257250V AC 473838UL |
250V 4733180UL
_ 348550LIL

ON HIGH CURRENT B3A AND 1254

The multi-lamaliar crown in

silver coated copper-beryllium alloy
guaraniees:

- widar pit-plug surdace cantact;

- gasy removal of the plugs from

GONTAGT the sockets;

- periact cleaning of the plug!
- & hard-wearing, long-lasting
alectric comact.
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NORTH AMERICAN RANGE

SURFACE APPLIANCE INLETS

IP44 SPLASPROOF - ANGLED 90°
.
\Y)
2P-3W 3P-4W 4P-5W
120/208V 476322UL
125/250V AC 476832UL
125V AC 476202UL A
250V 476312UL |
20 250V AC 476302UL E =]
250V DC 476672UL =
476522UL
476512UL
[
476722UL —
120:4208Y 476325UL
125/250V AC 476835UL == o I F B L
ureat | PO jm) i | (mm) | fmem) | (men { mem)
125V AC 476205UL 2P+ |77 |67 | 30 |62 |55 | 65
250V 476315UL 20 3P+E 85 [106| 35 | 60 | 80 [ 70
30 3P+N+E | 93 |117] 40 | 66 | 68 | 80 |
250V AC 476305UL 2P+ | 95 (125| 40 | 66 | 68 | 80
30 aP+E | 95 [125] 40 66| 68 | 80
476525UL 3P+N+E | 105(133) 45 | 75| 78 | 90
476515UL
476725UL

IP67 WATERTIGHT - ANGLED 90°

.
y 2P-3W 3P-4W 4P-5W
120/208Y 476323UL BC
125/250V AC 476833UL
125\ AC 476203UL
250V 476313UL
20 250V AC 476303UL
250V DC 476673UL
476523UL
476513UL
476723UL
120/208Y 476326UL
125/250V AC 476836UL Wl poes aTBlc]D] i
125VAC | 476206UL e e 1 e
250V 476316UL 3P+NsE[215(130[105[117] 88 [ 68 | 80 [40 | 66 | 40
a0 2P+ [248[136[108[125] 94 |68 [ 80 [ 40 [66 [ 40
250V AC 476306UL 30| 3p+g |248[136[108]125] 94 [68 | 80| 40 66 [ 40
Pr—— 3P+M+E 255/148120(133(101| 78 [ 90 |45 [75 | 45
a7es1BUL | '
| 476726UL
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NORTH AMERICAN RANGE

PANEL APPLIANCE INLETS AND SURFACE SOCKETS

IP67 WATERTIGHT - STRAIGHT

,,.
2P-3W 3P-4W 4P-5W
120/208YV 476327UL
125250V AC 476837UL
- 125V AC 476207UL
250V 476317UL
250V AC 476307UL
120/208Y 476328UL I misure in mm
125/250V AC 476838UL omeMlajB|c|o|E|F|M|H|0
100 60 | 100 108[285) 05 | 26 |110] 77 | 10 [ 88
250V 476318UL 100 | 11| 114355 | 118 | &7 |126] %0 | 10 | %6
IP44 SPLASHPROOF - ANGLED 90°
A
v
| 2P-3W 3P-4W 4P-5W
i 1207208V 471332UL £
J— =
125/250V AC 471862UL
125V AC 471262UL s H
m = b
250V 471372UL e
20 2500 AC 471362UL < [f @
250V DC 471672UL T
= ]
471562UL PEa =
471572UL rir G || fixing | =
471552UL & =
471722UL o F
120,208V 471386UL
1257250V AC 471866UL
b el W | poes [ATEC DT Flalnl
250V 471376UL 2P+E | 220125(80 |90 | 65|54 [25 (44 | 16
20 | ap+g [220(134|88 |98 |75 |64 |28 (52| 16
30 250V AC 471366UL 3PaN+E | 220|134 ] 92 [105] 75 | 64 | 28 | 52 | 16
oP4+E |256] 154|100 | 115] 84 | 72 [31.5] 56 225
SriDeEtL 30 | ap.g |256/154[100]115] 84 | 72 [31.5] 56 [225
471576UL 3P+ 258] 155108 120] 84 | 72 [31.5] 56 [225
471555UL
| AT1786UL
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NORTH AMERICAN RANGE

PANEL SOCKET

IP44 SPLASHPROOF - STRAIGHT

.
v
2P-3W 3P-4W 4P-5W
120/208V 451622UL
125/250V AC 441612UL
125V AC 431611UL
250V 441622UL
250V AC 431622UL
250V DC 431603UL
451650UL
441650UL
431650UL
| 451602UL
' 120/208Y | 453222UL ||W| pues [T eToTE [ WIT W]
IM‘UAC 443212UL 2P+E |62 |62 |130| 47 |18 | B |18 | 47 | 47 | 50
20| 3P+E | 75| 75(130| 47 (18| B |18 | 60 | 60 | B3
125V AC 433211UL 3P+N+E| 75 | 75 [140] 47 | 18 | 10| 20 | 60 | 60 | 83
44322201 20| secg [is s ol e was Too oo Tos
433222JL 3P+N+E| 75 | 75 [170[ 62 | 18 | 15 | 26 | 60 | 60 | 63
453250UL
443250UL
| 433250UL |
453202UL

IP67 WATERTIGHT - STRAIGHT

: ®

®

Q 3

2p-3w 3P-aW 4P-5W
120/208Y | 456322UL
125/250V AC 44631201 |
125V AC 436311UL [
250V | adp3220L |
250V AC aseszul | |
| 446350UL | .
120/208Y 1 | ase3z20L ||M| rem [WTE
100 125/250V AC | d4g312uL | I8 _;_E_:i;ﬁﬁ!ﬂ &4 9 (32 |100/108|110| 77 |85 | 85
250V 449322UL | [k
449550UL | N ETTS #a113( 78 10|38 [114/114 126{%0 | 0 58

ON HIGH CURRENT 634 AND 1254

Thie multi-lameflar crown in

silver coated copper-beryllium abloy

guaranteas:

= widor pit-plug surace contact;

- gasy removal of the plugs from
the sockets;

- parfact cleaning of the plug:

| - & hard-wearing, long-lasting

\ electric contact,

2 Palazzoli
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NORTH AMERICAN RANGE

IP67 WATERTIGHT - ANGLED 15°

PANEL SOCKET

16A - 32A
A e
\Y
2P-3W 3P-4W 4P-5W ﬁ a
120/208V 471333UL Tjr -
AT i
125/250V AC 471863UL -
e E i
125V AC 471263UL Dima di foratura
250V 471373UL
a5 250V AC 471363UL
250V DC 471673UL
471563UL
471573UL
|
471553UL A M[;}acoer?al L[M[N]a
op+E [12946/31] 7] 9 |62|73]70[47]15]26] 20|53
ArivasuL 16 | ap+g [13948[30] 6| 10|70(80]77 |53 15/30(30 60
120/208Y 471387UL 3P+N+E[14051 24 [75] 8 [77|8a]es 5715|3134 68
opsg 1157 56]39] 3| 7 [85]e4]97]60]20{35[37(70
125/250V AC 471867UL 32| ap.E [15756/39| 3| 6 85|04 ]97 80 [20[35[37|70
125V AC 471267UL 3P+N+£[15858|38| 3 [7.5/90 101]105{ 65| 20(38[ 42[ 75
471377UL
A 63A - 125A
30 250V AC 471367UL
471567UL
471577UL
471556UL
471797UL
120/208Y 2583221
125/250V AC S46312LIL
&b 125V AC 536311UL
250V 546322UL
250V AC 538322UL
120/208Y 5593220L
+00 125/250V AC 548312UL
250V 54532201 L
_ 546550LL s agfﬁEEi-"" -::-:r!' AN R o e R
ON HIGH CURRENT 63A AND 1254
The multi-lameliar crown in
silver coated copper-beryllium abloy
guaranteas:
= widor pit-plug surace contact;
- gasy removal of the plugs from
the sockets;
- parfact cleaning of the plug:
| - & hard-wearing, long-lasting
‘ elactric contact.
2 Palazzoli .




IP66/67 WATERTIGHT

IP66/67 WATERTIGHT

NORTH AMERICAN RANGE

MECHANICAL INTERLOCK MOTOR MANUEL CONTROLS

3z7
340

12

:
v
2P-3W 3P-4W 4P-5W
‘ 120/208V 400149UL
125/250V AC 401132UL
125V AC 400124UL
20 250V 400139UL 165
250V AC 400126UL
400147UL
_ 400137UL
120/208Y 400249UL
125250V AC 401232UL
125V AC 400224UL
a0 250V 400239UL
250V AC 400226UL
400247UL
400237UL
o R @@
2P-aW 3P-4W 4P-5W
120/208Y | 40834001
125250V AC | a1s3s20L |
o |_12vac ao3paUL |
250V 40B326UL | 40B339UL
[ | 408347UL
| 408337UL |
ON HIGH CURRENT 634 AND 1254
The multi-lamellar crown in
silver coated copper-baryilium alioy
guaranses:
] 3 = widar pit-plug surtace contact;
\CEEIRY o e o the pluge from
- parfect cleaning of the plug;
- @ hard-wearing, long-lasting
eleciric conlacl.
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IP67 WATERTIGHT

IP55 WATERTIGHT

NORTH AMERICAN RANGE

:
W
2P-3W 3P-4W 4P-5W
©
i
120/208Y 460148UL
125250V AC 461132UL
125V AC 474633UL = 0 =
250V 460126UL 460139UL =
4680147UL a
460137UL
120/208Y 460249UL e
Poles |A[B[c[p[E|[F[a][H]L
125/250V AC 461232UL 2P+E |132/180/330280|240/226| 78 | 25 91,5
125V AC 460224UL 3P+E |135186/334|280]240 226 78 | 25 91,5
3P.N4E| 140194340 |280[240]226] 78 | 25 J91.5
250V 460226UL 460239UL 2P+E |177/213]458|377335 319}109:5?.5 125]
3psg |177|213458|377|335(319|108[37,5 125
460247UL 3p+N+[185/218]457(380[335]319]100[37 5 125
460237UL

®

%

v 2P-3W IP-4W 4P-5W
120/208Y 4603490UL
125/250V AC | as13320L
125VAC | ssos2suL | |
250V 4603260UL 4803390UL
[ 460347UL
460337UL |

CONTACT

ON HIGH CURRENT B3A AND 1254

fixing

@

mm. |
AlBlc][oe[Flaln]L]|

The multi-lamaliar crown in

silver coated copper-beryilium alioy

guaranieas:

- wider pit-plug surtace conlact;

- easy removal of the plugs from
the sockets;

- perfect cleaning of the plug;

- @ hard-wearing, long-lasting
glectric confact.
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