
PUSH-IN TECHNOLOGY

Ÿ Tool Free wiring                                                               

Ÿ Superior Thermal Stability                                                       

Ÿ Increased wiring efciency and productivity     

Ÿ Rated for 1000V                                                         

Ÿ Twin shorting facility using SNAP type links                                                   

Ÿ Multiple position of marking tags                   

Ÿ Vibration resistant connection                                    

Ÿ Lever to release wire from terminal clamp             

Ÿ Curved shaped prole                                                  

Ÿ Opening for insertion of 
test probe                         

Ÿ Large cable entry portion 
suitable for insulated ferrules                                                                           

Ÿ Three point end cover insertion point                

Ÿ Asymmetrical design 

Ÿ TS-35 DIN Rail Mounting 
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1000 V / 32A / 4 sq mm
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600V / 30A / 24-10 AWG 
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IEC 60947-7-1 
1000 V / 24A / 2.5 sq mm

UL 1059
600V / 20A / 24-12 AWG 

Black, Blue, Green, Khakhi, 
Red, Yellow

50.7 x 5 x 36 

24-12 AWG

Polyamide 6.6

Spring Steel

LABEL KN 5

SLPU5-2W, 3W, 
4W, 5W, 6W, 
7W,10W 

CSP 2.5

DBF-1

62.7 x 5 x 36 

IEC 60947-7-1
1000 V / 24A / 2.5 sq mm

UL 1059
600V / 20A / 24-12 AWG 

Black, Blue, Green, Khakhi, 
Red, Yellow

Black, Blue, Green, Khakhi, 
Red, Yellow

24-12 AWG 

Polyamide 6.6

Spring Steel

LABEL KN 5

CSP 2.5-1x2 / CSP 2.5-2x2

DBF-3

SLPU5-2W, 3W, 
4W, 5W, 6W, 
7W,10W 

24-10 AWG

Polyamide 6.6

Spring Steel

LABEL KN 5.5

SLPU6-2W, 3W, 
4W, 5W, 6W,10W 

CSP 4

DBF-1

IEC 60947-7-1
1000 V / 41A / 6 sq mm

UL 1059
600V / 40A / 24-8 AWG 

64.2 x 8 x 42.9

Black, Blue, Green, Khakhi, 
Red, Yellow

24-8 AWG

LABEL KN 8

CSP 6

Polyamide 6.6

Spring Steel

DBF-3

SLPU8-2W, 3W, 
4W, 5W, 10W 

PQ2.5 2x2 PGQ4PGQ2.5 

IEC 60947-7-1
4 sq mm

UL 1059
24-10 AWG 

56.2 x 6 x 36 

Line Diagram

Electrical Standards 
and Ra�ngs

Colour Variants

L x W x H mm

Rated Cross Sec�on

Insula�ng Material 

Clamping Material

Marker

Push-In Jumpers 
(2-pole,3-pole ,4-pole,
5-pole,6-pole, 7-pole,
10-pole)    

End Cover

Par��on Plate

IEC 60947-7-2
2.5 sq mm

UL 1059
24-12 AWG 

Green, Yellow

50.7 x 5 x 36 

24-12 AWG

Polyamide 6.6

Spring Steel

LABEL KN 5

SLPU5-2W, 3W, 
4W, 5W, 6W, 
7W,10W 

CSP 2.5

DBF-1

74.7 x 5 x 36 

IEC 60947-7-1
1000 V / 24A / 2.5 sq mm

UL 1059
600V / 20A / 24-12 AWG 

Black, Blue, Green, Khakhi, 
Red, Yellow

24-12 AWG 

Polyamide 6.6

Spring Steel

LABEL KN 5

CSP 2.5-1x2 / CSP 2.5-2x2

DBF-3

SLPU5-2W, 3W, 
4W, 5W, 6W, 
7W,10W 

24-10 AWG

Polyamide 6.6

Spring Steel

LABEL KN 5.5

SLPU6-2W, 3W, 
4W, 5W, 6W,10W 

CSP 4

DBF-1

Green, Yellow
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